
// COMPOSITE HOSE
VAPOUR HOSE RANGE



// DANFLON VR SS
COMPOSITE HOSE

KIOWA TEESSIDE
T: 01642 762266
E: teessidesales@kiowa.co.uk
www.kiowa.uk 

ASK FOR YOUR LOCAL BRANCH
Sleaford, Newcastle, Glasgow, Aberdeen

Shop Online: www.kiowa.co.uk 

// 959AA

CONSTRUCTION

ID WP Weight B end Radius Vacuum

mm inch bar PSI kg/m mm inch bar

50 2 7.0 100 1.9 180 7.0 0.5

75 3 7.0 100 2.4 205 8.0 0.5

100 4 7.0 100 3.4 265 10.5 0.5

150 6 7.0 100 8.3 485 19.0 0.5

200 8 7.0 100 12.5 700 27.5 0.5

250 10 7.0 100 20.5 880 35.0 0.5

 Inner Wire Helix: 316 Stainless Steel High Tensile Strength Wire
 Lining: ECTFE Film
 Sealing Film: Polypropylene
 Reinforcements: Polypropylene
 Cover: PVC Coated Polyester Cloth 
 Outer Wire Helix: 316 Stainless Steel High Tensile Strength Wire

SPECIFICATION

FIND OUT MORE 
ABOUT OUR 

COMPOSITE HOSE 
AND SITE SERVICES.

 Safety Factor: 4:1
 Temperature Range: -30° to 80°

Our composite hoses are available with a 
comprehensive range of fittings.



// DANCHEM VR SS
COMPOSITE HOSE

KIOWA TEESSIDE
T: 01642 762266
E: teessidesales@kiowa.co.uk
www.kiowa.uk 

ASK FOR YOUR LOCAL BRANCH
Sleaford, Newcastle, Glasgow, Aberdeen

Shop Online: www.kiowa.co.uk 

// 959AA

CONSTRUCTION

ID WP Weight B end Radius Vacuum

mm inch bar PSI kg/m mm inch bar

50 2 7.0 100 1.5 180 7.0 0.5

75 3 7.0 100 2.4 205 8.0 0.5

100 4 7.0 100 3.4 265 10.5 0.5

150 6 7.0 100 8.3 485 19.0 0.5

200 8 7.0 100 12.5 700 27.5 0.5

250 10 7.0 100 20.5 880 35.0 0.5

 Inner Wire Helix: Stainless Steel High Tensile Strength Wire
 Lining: Polypropylene
 Sealing Film: Polypropylene
 Reinforcements: Polypropylene
 Cover: PVC Coated Polyester Cloth 
 Outer Wire Helix: Stainless Steel High Tensile Strength Wire

SPECIFICATION

FIND OUT MORE 
ABOUT OUR 

COMPOSITE HOSE 
AND SITE SERVICES.

 Safety Factor: 4:1
 Temperature Range: -30° to 80°

Our composite hoses are available with a 
comprehensive range of fittings.



// DANCHEM VR PG
COMPOSITE HOSE

KIOWA TEESSIDE
T: 01642 762266
E: teessidesales@kiowa.co.uk
www.kiowa.uk 

ASK FOR YOUR LOCAL BRANCH
Sleaford, Newcastle, Glasgow, Aberdeen

Shop Online: www.kiowa.co.uk 

// 959AA

CONSTRUCTION

ID WP Weight B end Radius Vacuum

mm inch bar PSI kg/m mm inch bar

50 2 7.0 100 1.5 180 7.0 0.5

75 3 7.0 100 2.4 205 8.0 0.5

100 4 7.0 100 3.4 265 10.5 0.5

150 6 7.0 100 8.3 485 19.0 0.5

200 8 7.0 100 12.5 700 27.5 0.5

250 10 7.0 100 20.5 880 35.0 0.5

 Inner Wire Helix: Polypropylene Coated Mild Steel High Tensile Strength Wire
 Lining: Polypropylene
 Sealing Film: Polypropylene
 Reinforcements: Polypropylene
 Cover: PVC Coated Polyester Cloth 
 Outer Wire Helix: Galvanised Mild Steel High Tensile Strength Wire

SPECIFICATION

FIND OUT MORE 
ABOUT OUR 

COMPOSITE HOSE 
AND SITE SERVICES.

 Safety Factor: 4:1
 Temperature Range: -30° to 80°

Our composite hoses are available with a 
comprehensive range of fittings.



// DANCHEM VR PS
COMPOSITE HOSE

KIOWA TEESSIDE
T: 01642 762266
E: teessidesales@kiowa.co.uk
www.kiowa.uk 

ASK FOR YOUR LOCAL BRANCH
Sleaford, Newcastle, Glasgow, Aberdeen

Shop Online: www.kiowa.co.uk 

// 959AA

CONSTRUCTION

ID WP Weight B end Radius Vacuum

mm inch bar PSI kg/m mm inch bar

50 2 7.0 100 1.5 180 7.0 0.5

75 3 7.0 100 2.4 205 8.0 0.5

100 4 7.0 100 3.4 265 10.5 0.5

150 6 7.0 100 8.3 485 19.0 0.5

200 8 7.0 100 12.5 700 27.5 0.5

250 10 7.0 100 20.5 880 35.0 0.5

 Inner Wire Helix: Polypropylene Coated Mild Steel High Tensile Strength Wire
 Lining: Polypropylene
 Sealing Film: Polypropylene
 Reinforcements: Polypropylene
 Cover: PVC Coated Polyester Cloth 
 Outer Wire Helix: Stainless Steel High Tensile Strength Wire

SPECIFICATION

FIND OUT MORE 
ABOUT OUR 

COMPOSITE HOSE 
AND SITE SERVICES.

 Safety Factor: 4:1
 Temperature Range: -30° to 80°

Our composite hoses are available with a 
comprehensive range of fittings.



// DANCHEM VR SG
COMPOSITE HOSE

KIOWA TEESSIDE
T: 01642 762266
E: teessidesales@kiowa.co.uk
www.kiowa.uk 

ASK FOR YOUR LOCAL BRANCH
Sleaford, Newcastle, Glasgow, Aberdeen

Shop Online: www.kiowa.co.uk 

// 959AA

CONSTRUCTION

ID WP Weight B end Radius Vacuum

mm inch bar PSI kg/m mm inch bar

50 2 7.0 100 1.5 180 7.0 0.5

75 3 7.0 100 2.4 205 8.0 0.5

100 4 7.0 100 3.4 265 10.5 0.5

150 6 7.0 100 8.3 485 19.0 0.5

200 8 7.0 100 12.5 700 27.5 0.5

250 10 7.0 100 20.5 880 35.0 0.5

 Inner Wire Helix: Stainless Steel High Tensile Strength Wire
 Lining: Polypropylene
 Sealing Film: Polypropylene
 Reinforcements: Polypropylene
 Cover: PVC Coated Polyester Cloth 
 Outer Wire Helix: Galvanised Mild Steel High Tensile Strength Wire

SPECIFICATION

FIND OUT MORE 
ABOUT OUR 

COMPOSITE HOSE 
AND SITE SERVICES.

 Safety Factor: 4:1
 Temperature Range: -30° to 80°

Our composite hoses are available with a 
comprehensive range of fittings.



// DANFLON VR SG
COMPOSITE HOSE

KIOWA TEESSIDE
T: 01642 762266
E: teessidesales@kiowa.co.uk
www.kiowa.uk 

ASK FOR YOUR LOCAL BRANCH
Sleaford, Newcastle, Glasgow, Aberdeen

Shop Online: www.kiowa.co.uk 

// 959AA

CONSTRUCTION

ID WP Weight B end Radius Vacuum

mm inch bar PSI kg/m mm inch bar

50 2 7.0 100 1.9 180 7.0 0.5

75 3 7.0 100 2.4 205 8.0 0.5

100 4 7.0 100 3.4 265 10.5 0.5

150 6 7.0 100 8.3 485 19.0 0.5

200 8 7.0 100 12.5 700 27.5 0.5

250 10 7.0 100 20.5 880 35.0 0.5

 Inner Wire Helix: 316 Stainless Steel High Tensile Strength Wire
 Lining: ECTFE Film
 Sealing Film: Polypropylene
 Reinforcements: Polypropylene
 Cover: PVC Coated Polyester Cloth 
 Outer Wire Helix: Galvanised Mild Steel High Tensile Strength Wire

SPECIFICATION

FIND OUT MORE 
ABOUT OUR 

COMPOSITE HOSE 
AND SITE SERVICES.

 Safety Factor: 4:1
 Temperature Range: -30° to 80°

Our composite hoses are available with a 
comprehensive range of fittings.



// DANOIL VR GG
COMPOSITE HOSE

KIOWA TEESSIDE
T: 01642 762266
E: teessidesales@kiowa.co.uk
www.kiowa.uk 

ASK FOR YOUR LOCAL BRANCH
Sleaford, Newcastle, Glasgow, Aberdeen

Shop Online: www.kiowa.co.uk 

// 959AA

CONSTRUCTION

ID WP Weight B end Radius Vacuum

mm inch bar PSI kg/m mm inch bar

75 3 7.0 100 2.4 205 8.0 0.5

100 4 7.0 100 3.4 265 10.5 0.5

150 6 7.0 100 8.3 485 19.0 0.5

200 8 7.0 100 12.5 700 27.5 0.5

250 10 7.0 100 20.5 880 35.0 0.5

 Inner Wire Helix: 316 Stainless Steel High Tensile Strength Wire
 Lining: ECTFE Film
 Sealing Film: Polypropylene
 Reinforcements: Polypropylene
 Cover: PVC Coated Polyester Cloth 
 Outer Wire Helix: Galvanised Mild Steel High Tensile Strength Wire

SPECIFICATION

FIND OUT MORE 
ABOUT OUR 

COMPOSITE HOSE 
AND SITE SERVICES.

 Safety Factor: 4:1
 Temperature Range: -30° to 80°

Our composite hoses are available with a 
comprehensive range of fittings.


